
HORIZONTAL ROLLER WINDOWS

E G R E S S F O R M U L A ( I N C H E S )

NOTE: Check your local building code for Egress requirements. Not all window sizes are manufacturable. 

Check product catalog to ensure PGT offers the desired size. PGT reserves the right to change 

material design and/or construction without notice or liability.

XO – OX [(Window width //  2 –– 3.5)  xx (Window height  –– 4.625)] //  144  == Overall Clear Opening (ft2)

XOX  ( 1/4, 1/2, 1/4 ) [(Window width //  4 –– 5.875)  xx (Window height  –– 4.625)] //  144  == Overall Clear Opening (ft2)

XOX  ( 1/3, 1/3, 1/3 ) [(Window width //  3 –– 6.000)  xx (Window height  –– 4.625)] //  144 == Overall Clear Opening (ft2)

HORIZONTAL ROLLER FLANGE

SERIES 201

TOP VIEW DETAIL

HORIZONTAL ROLLER FLANGE

SERIES 201

SIDE VIEW DETAIL

COMMODITY

MODULAR

WINDOW WIDTH 531/8 74 1063/8 111 120

MASONRY OPENING 537/8 743/4 1071/8 1113/4 120 3/4

WOOD FRAME OPENING 525/8 731/2 1057/8 110  1/2 1191/2

ALUMINUM FRAME OPENING 521/4 731/8 1051/2 1101/8 119          1/8
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24 24 231/2  231/8  

36 36  351/2   35 1/8  

48 48  471/2   47 1/8  

60 60  591/2  59 1/8 

WINDOW WIDTH 48 60 72 84 96 108 120

MASONRY OPENING 48 3/4 603/4 723/4 843/4 963/4 1083/4 1203/4

WOOD FRAME OPENING 471/2 591/2 711/2 831/2 951/2 1071/2 1191/2 

ALUMINUM FRAME OPENING 471/8 591/8 711/8 831/8 951/8 1071/8 1191/8

XOX SIZE CHART AND COLONIAL LITE CONFIGURATIONS

32 D22 D32 T22 M2

33 D23 D33 T23 M3

34 D24 D34 T24 M4

35 D25 D35 T25 M5
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HORIZONTAL ROLLER WINDOWS

4020 5020 6020 7020 8020 9020 10020

4030 5030 6030 7030 8030 9030 10030

4040 5040 6040 7040 8040 9040 10040

4050 5050 6050 7050 8050 9050 10050

26 26 251/2 251/8

383/8 383/8 377/8 371/2

505/8 505/8 501/8 49 3/4

63 63 621/2 621/8

Note:  Masonry openings given assume a precast sil l and a 1x buck. If using poured sill, add 3/4”. 

Framing dimensions are calculated with drywall butted against window frame.


